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TRANSMISSION SHIFTING

ISSUES

(2005 – 2008)

Replace shim

and related parts

as needed.

Yes

No

03001

Verify clutch 
adjustment, per 
BDM Service 

Manual.

Is clutch adjusted 
correctly?

Inspect shifter arm
and heim joints.

Do all components
move freely?

Inspect shifter pawl 
adjustment.

Is adjustment
correct?

Verify SB-1090
Countershaft Washer 

Replacement
has been done.

(2005-2006 models)

Remove transmission top 
cover and inspect shift
drum and shift forks.

Are there any signs of 
damage or wear
on these parts?

Inspect 1st gear 
countershaft to 3rd and 
4th gears on main shaft 

for clearances.

Are the gears rubbing?

Remove clutch basket
and inspect shim.

Has main shaft moved
or is shim damaged.
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Yes

Yes

Yes
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YesNo
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No
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SB-1090
Replace damaged

or worn parts

as needed.

Perform SB-1090

Countershaft Washer 

Replacement.

(2005-2006 models

built before Jul 22, 2006)

Replace shift rod

and joints

as needed.

Adjust clutch and 

cable, per BDM 

Service Manual.

Adjust shifter

pawl, per BDM 

Service Manual.

Notes:

1) Include an ignition module download 

with all engine claims.


